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Tiger Tuff Tiles 
 
Tiger Tuff Tiles are resilient rubber tiles that provide a long life and low maintenance 
answer to playground safety. The permeable surface of the Tiger Tuff Tile allows 
water to pass through the product instead of standing on top. Tiger Tuff Tiles are 
available in 2'x2'x2" and 2'x2'x1" modules. 
 
ASTM F-1292-96 and F-355-95. Colors available are Red, Green, Brown and Black. 
Transition ramp-up edging are also available making the surface ADA accessible. 
Ideal for school or backyard play areas. 
 

 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 



Thickness (“T”) Varies Depending On Fall Height Requirements 
 

 
 

Overview of Tile Laid On Bond 
 

 

 
2’x2’x2 ¼” Tile: 30 lbs 
 
2’x2’x1 ½” Tile: 21 lbs 
 
48”x10”x2 ¼” Ramp: 15 lbs 
 
48”x10”x1 ½” Ramp: 12 lbs  
 
Colors: Red, Green, Or Black 
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Tiger Tuff Tile Specifications and Installation Detail 
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*Note:  “T” (thickness) varies depending on fall height requirements. 

Row 1

Tile Installation On Bond 
 

1. Begin installation of Row 1 with a full tile 
2. After Row 1 is complete, start Row 2 with a full tile.  

The full tile should be installed @ ½ the width of the 
first full tile in Row 1.   

3. When all full tiles have been installed in Row 2, 
install the cut tiles. 

 
*Notes:  Always work left to right and complete on row at a 
time. 

Row 2

Transition Ramp 

Cut Tile

Water Ports to 
allow water to 
drain out freely 
(only available in 
tile thicknesses 
2” and larger.) Tile Installation 


